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The compact divisible handhole H3 is suited for 
storage and protection of (L)TMC cables and splice 
closures in underground environments where space is 
limited. 
 
In urban as well as rural area’s the handhole is 
deployed as distributionpoint, track joint- and cable 
overlength storage box for cable blowing activities. 
 
The compact, shallow and divisible design makes 
installation on top of and around existing ductsystems 
possible. The innovative duct clamps make the use of 
special tools unnecessary. 
 

  

 Bottom  

 

 Cover  

 Cable clips (4x)  

 Duct fixation (4x included, 2x optional)  

 Foam sealing (2x)  

 Locking clips (4x)  
   

 

 

          

  

 
 

 

Productspecification 
   
Dimensions                        Outside  1028 x 443 x 300 mm (l x w x h) 

            Inside    902 x 368 x 234 mm (l x w x h) 
   
Weight  15 kg 
Material  Polypropylene (PP) 
   
Color            Cover  Blue RAL 5015 
          Bottom  Grey RAL 7040 
   
Duct diameters  16 - 50 mm (grommets for miniduct optional) 
   
Number of entries  6 (4 standard, 2 optional) 
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Mechanical specification 
   
Crush  1000N (EN 61300-2-10) 
Impact  40J (EN 61300-2-12 methode B) 
Retention  HDPE duct 32 mm / 40 mm / 50 mm   1000N (EN 61300-2-4) @ 20°C 
   HDPE duct 16 mm / 25 mm    300N (EN 61300-2-4) @ 20°C 
Design load short term    50kN (SLW-60; 96/53/EG), sand cover ≥ 30cm 
Application area  Underground environment in footpaths, pedestrian areas, parks 

etc. 
   
Sealing  Sandtight 
   

Environmental specification 
   
Temperature   Storage & transport  -20°C / +60°C 
  Installation  -15°C / +50°C 
  Operational  -20°C / +60°C 
   
Outdoor exposure limit  12 months in central Europe (permanent exposure to UV 

radiation may influence the properties of this product) 
 

   
 

Logistical specification 
 
MOQ  6 pcs on a pallet 
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