
0.78

NESC light

NESC medium

Wind velocity Temperature

max. nom. nom.

span sag tension CS

(%) (N)

12 321

(m)

NESC light

NESC medium

NESC heavy

144 6 x 24 150 1.0 2688 0.34 4.2

7576 0.71

96 8 x 12 150 1.0 2703 0.32 4.1 8269 0.74

72 6 x 12 150 1.0 2117 0.27 4.1

7948

7157 0.78

48 4 x 12 150 1.0 2062 0.27 4.2 7516 0.71

48 6 x 8 150 1.0 2025 0.30 4.4

7079 0.79

36 6 x 6 150 1.0 1896 0.24 4.1 7552 0.66

24 3 x 8 150 1.0 1970 0.30 4.4

6897 0.77

24 2 x 12 150 1.0 2044 0.26 4.1 7581 0.70

24 6 x 4 150 1.0 1767 0.28 4.4

Installation Operation

CS

max.max.

tension

-20 0NESC heavy 17.7 64 40 12.5 0.5 0.449 0.3

-1 30

17.7 64 40 6.5 0.25 0.296 0.2 -10 15

26.5 95 59 0 0 0.073 0.05

ºC ºF

Ice thickness Additional load
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TECHNICAL PRODUCT INFORMATION

m/s km/h mph mm inch kg/m lbs/ft

6 x 2 1.0 3743 0.51 3.5

nom. vect.

sag

Fibre Tubes

count & fibers

n x m

6536 0.80

48 6 x 8 234 1.0 3159 0.42 3.9 7163 0.80

24 3 x 8 232 1.0 3047 0.41 3.9

(%) (%)(%) (N)

3738

144 6 x 24 219 1.0 3924 0.46 3.6

72 6 x 12 232 1.0 3275 0.37 3.7

0.42 3.6

0.78

24 2 x 12 318 1.0 4332 0.45 3.2 7523 0.71

24 6 x 4 325 1.0 3829 0.49 3.4

6925 0.80

36 6 x 6 325 1.0 4109 0.41 3.2 7394 0.66

24 3 x 8 311 1.0 4084 0.52 3.4

7056 0.80

48 4 x 12 311 1.0 4275 0.46 3.2 7338 0.71

48 6 x 8 313 1.0 4226 0.52 3.4

7422 0.71

96 8 x 12 287 1.0 5037 0.51 3.1 7951 0.74

72 6 x 12 311 1.0 4390 0.47 3.2

7611 0.78

12 6 x 2 232 1.0 2705 0.39 4.0 6640 0.80

144 6 x 24 274 1.0 4910 0.55 3.1

6840 0.78

24 2 x 12 237 1.0 3229 0.36 3.7 7932 0.71

24 6 x 4 235 1.0 2769 0.38 4.0

36 6 x 6 235 1.0 2971 0.33 3.7 7489 0.66

231 1.0 3176 0.37 3.7 7434 0.71

7029 0.80

7779 0.78

12 6 x 2 150 1.0 1749 0.29 4.5 6755 0.80

7532 0.71

96 8 x 12 227 1.0 3984 8113 0.74

48 4 x 12


