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TECHNICAL PRODUCT INFORMATION

Catenary calculations

LTC ADSS-30

Based on the following installation conditions
Installation temperature 15°C
Nominal sag 1%

The cables are suitable for the NESC-situations with spans, tensions and sags as listed in the table below

NESC light NESC medium NESC heavy

Temperature -1°C Temperature -10°C  |Temperature -20 °C

Wind velocity 26.5 m/s |Wind velocity 17.7 m/s |Wind velocity 17.7 m/s

Ice thickness 0 mm Ice thickness 6.5 mm |lce thickness 12.5 mm
Fibre Tubes max. max. max. max. max. max. max. max. max.
count & span tension sag span tension sag span tension sag

fibers
(n'x m) (m) (N) (%) (m) (N) (%) (m) (N) (%)
4 1x4 80 1370 3.10 48 1420 3.45 30 1495 3.66
8 2x4 80 1360 3.1 48 1410 3.47 30 1490 3.68
12 3x4 80 1370 3.10 48 1420 3.45 30 1495 3.67
24 6x4 80 1390 3.05 50 1480 3.45 30 1520 3.61
12 2x6 80 1330 3.26 50 1400 3.68 30 1430 3.87
24 4x6 78 1310 3.24 48 1360 3.64 30 1430 3.88
48 8x6 85 1845 2.97 60 1955 3.41 40 2090 SN75
48 4x12 78 1550 3.09 53 1650 3.48 34 1745 3.74
72 6x12 80 1600 3.07 54 1690 3.46 85 1800 3.74
96 8x12 80 2000 2.84 60 2160 3.22 40 2300 3.53
144 12x12 85 2915 2.59 70 SIS 2.93 50 3370 2.8
Table: operational conditions, max. achievable span, tension and sag.

- " | member of the TKH Group <
www.ace'flbreoptlc.com Subject to technical modifications | No rights can be derived from this information

Spinnerstraat 15 | P.O. Box 6 | 7481 KJ Haaksbergen | The Netherlands | Phone: +31 (0)53 573 22 55 | Email: info@ace-fibreoptic.com




