
NESC light

8 - 12 50 1.0 80 4.44 719

8 - 12 50 1.0 43 4.62 738

NESC medium

NESC heavy

154 3.8 610

8 - 12 140 1.5 149 4.42 735

Installation Operation

Fibre max. nom. nom. vect. max.

count span sag tension sag tension

(m) (%) (N) (%) (N)

1 - 4

1 - 4 50 1.0 70 1.48 714

count span sag tension sag tension

(m) (%) (N) (%) (N)

nom.

sag

Installation Operation

Fibre max. nom. nom. vect. max.

8 - 12 50 1.0 80 3.1 374

8 - 12 100 1.0

59

(%)

nom.

tension

(N)

vect.

sag

(%)

NESC light

NESC medium

count span

0 0 0.073 0.05

1 - 4

1 - 4

1 - 4

50

100

150

1.0

Wind velocity Temperature

Fibre

Installation Operation

max. max.

-1 30

17.7 64 40 6.5 0.25 0.296 0.2 -10 15

26.5 95

-20 0NESC heavy 17.7 64 40 12.5 0.5 0.449 0.3

ºC ºF

Ice thickness Additional load
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TECHNICAL PRODUCT INFORMATION

m/s km/h mph mm inch kg/m lbs/ft

50 1.0 38 4.58 735

tension

(N)

70 3.04 356

1.0 135 3.74 579

1.5 140 4.43 734

(m)


