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TECHNICAL PRODUCT INFORMATION

Cable construction and colour code
LTC RP

FO cable with stranded loose tubes - Rodent protection
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Description
1 Central element (FRP), optional with oversheath
2 Loose tube with optical fibres
3 Waterblocking yarns or tape
4 Filler
5  Waterblocking tape
6  Glass yarn strength members (rodent protection)
7  Ripcord (optional)
8 Outer sheath
Standard colours
Fibres Tubes
Group 1 Group 2 Layer 1 Layer 2 Layer 3
1 Red 13 Red +t 1 Red 1 Red 1 Red
2  Green 14 Green +t 2 Green 2  Green 2 Green
8 Blue 15 Blue +t 3 Blue 8 Blue 3 Blue
4 Yellow 16  Yellow +t 4 Yellow 4 Yellow 4 Yellow
5  White 17  White +t 5  White 5  White 5  White
6 Grey 18 Grey +t 6 Grey 6 Grey 6 Grey
7 Brown 19 Brown +t 7 Brown 7 Brown 7 Brown
8 Violet 20 Violet +t 8  Violet 8 Violet 8  Violet
9  Turquoise 21 Turquoise +t 9  Turquoise 9  Turquoise 9  Turquoise
10 Black 22  Natural +t 10 Black 10 Black 10 Black
11 Orange 23 Orange +t 11 Orange 11 Orange 11 Orange
12 Pink 24 Pink +t 12  Pink 12 Pink 12  Pink
13 Red 13 Red
14  Green 14 Green
15 Blue 15 Blue
note +t: indicates a black tracer 16 Yellow 16  Yellow
17 White
18 Grey
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